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vineyards. Improved soil conditions

will result in:

* Reduced run off

* Improved moisture retention
and balance

* Stimulated root growth

* More efficient use of fertilizer

e Increased yields

AWV3 SERIES FEATURES:

¢ Beveled front corners to deflect
vines

» Maintenance free 50mm pillow
block bearings

* Additional space for ballast

* Non-continuous tillage path up
and down slopes

* Single roller or Close Coupled
Tandem (CCT) configurations

» Compact dimensions for vine
clearance and tractor compatibility

* Parking stand included

Advanced Aeration Systems




AWV3 FEATURES AND SPECIFICATIONS
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OPTIONS

WEIGHTS: 55 Ib. suitcase
weights or ballast blocks are
Maintenance-free 50mm (2”) Category 0 and 1 Front Mount Tandem Roller Configuration
Pillow Block Bearing Three-point Hitch

available

ROLLERS: Available in single
roller or tandem roller
configurations

AERWAY AWV3 ORCHARD / VINEYARD SPECIFICATIONS
#0F OVERALL WORKING TINE MAX # OF BALLAST

NUMBER LEAD ROLLER TRAILING ROLLER  TINES WIDTH WIDTH  SPACING BLOCKS (XA-75210-B)
AWV3-D-A7-4-CCT 7 ROWS (XA-75227-04) 8 ROWS (XA-74873-03) 60 63.5” 60.0” 3.75” 27
AWV3-D-A7-4 8 ROWS (XA-74873-03) NONE 32 63.5” 60.0” 7.50” 27
AWV3-C-A7-4-CCT 6 ROWS (XA-75226-04) 7 ROWS (XA-74999-03) 52 56.0” 52.5” 3.75” 23
AWV3-C-A7-4 7 ROWS (XA-74999-03) NONE 28 56.0” 52.5” 7.50” 23
AWV3-B-A7-4-CCT 5 ROWS (XA-75225-04) 6 ROWS (XA-74872-03) 44 48.5” 45.0” 3.75” 20
AWV3-B-A7-4 6 ROWS (XA-74872-03) NONE 24 48.5” 45.0” 7.50” 20
AWV3-A-A7-4-CCT 4 ROWS (XA-75224-04) 5 ROWS (XA-74998-03) 36 41.0” 37.5” 3.75” 16
AWV3-A-A7-4 5 ROWS (XA-74998-03) NONE 20 41.0” 37.5” 7.50” 16

*HORSEPOWER REQUIREMENTS WILL VARY DEPENDING ON SOIL CONDITIONS.
AW = AERWAY; V3 = 3-POINT VINEYARD; A = 37.5", B = 45.0", C = 52.5", D = 60.0"; A7 = 7" AG TINES; 4 = FOUR-TINE "STARS";
(NO SUFFIX) = SINGLE ROLLER, CCT = DOUBLE ROLLER

AerWay-

Advanced Aeralion Systems
1-800-457-8310
www.aerway.com ° aerway@aerway.com

SAF-HOLLAND Equipment Limited
20 Phebe Street, Norwich, Ontario NOJ 1PO
Tel: 519-863-3414 - Fax: 519-863-2398

SAF-HOLLAND Canada Limited AerWay is manufactured by SAF-HOLLAND.
17909 Roan Place, Surrey, B.C. V3S 5K1 SAF-HOLLAND reserves the right to alter specifications without notice or obligation.
Tel: 1-800-457-8310 Products may not be exactly as shown.
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